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CLASS 1- Public

TE3112-Printer (Recommended) and TE3124-Printer

(Thermal Transfer)
Cable Identification markers

*CM-SCE-TP 1966-RIBBON

D-SCE TMS-RJS-RIBBON-4DSCE (For Optimal performance)

D-SCE 1966-RIBBON (For Superior performance)

HL 1966-RIBBON (For Superior performance)

HL TMS-RJS-RIBBON-4RPSCE (For Optimal performance)

HEX and HLXNEL 1966-RIBBON
LBF-2000P-RIBBON-1966-MED

HLX {For print width of 60mm or less)

MultiMark TMS-RJS-RIBBON-4RPSCE

HTCM-SCE-TP TMS-RJS-RIBBON-4HT

HT-SCE TMS-RJS-RIBBON-4HT

HT-SCE (Black) T300-RIBBON-WH-4HT

HS/HC TMS-RJS-RIBBON-4RPSCE (For Optimal performance)

HS/HC 1966-RIBBON (For Superior performance}
LBF-2000P-RIBBON-1966-MED

HS/HGC (For print widih of 80mm or less)

HX 1966-RIBBON

HX-SCE 1966-RIBBON

NBC-SCE TMS-RJS-RIBBON-4HT

NCM-SCE-TP 1966-RIBBON

NHT-SCE TMS-RJS-RIBBON-4HT

RPS TMS-RJS-RIBBON-4RPSCE

RTSL TMS-RJS-RIBBON-4RPSCE

Shrinkmark TMS-RJS-RIBBON-4RPSCE

TMS-8CE and TMS-SCE 2X TMS-RJS-RIBBON-4RPSCE

TMS-SCE {Black) TMS-RJS-RIBBON-4AG (Silver) T300-RIBBON-WH (White)

TMS-90-SCE 1966-RIBBON

UV-SCE T300-UV-SCE-RIBBON

ZHD-SCE 1966-RIBBON

ZTSL 1966-RIBBON

When printing CM-SCE-TP, CM-NMX, NCM-SCE-TP or HTCM-SCE-TP, the smooth side of the marker
must be used o print onto, when using a Thermal Transfer printer.
*The TE3112 and the TE3124 Printers, are recommended for all CM-SCE-TP thickness varianis.
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CLASS 1- Public

Data Sheet

TE3112-Printer (Recommended) and TE3124-Printer

{Thermal Transfer)

Cable ldentification Continuous Tube
GOl IB 30D
D-SCE-SP

D-SCE-FLAT-SP Sizes 25.0 and below

LBF-2000P-RIBBON-1966-MED

D-SCE-FLAT-SP Sizes 38.1 and above

1966-RIBBON

HXCT Sizes 25.4 and below

LBF-2000P-RIBBON-1966-MED

HXCT Sizes 25.4 and above

1966-RIBBON

TTMS, TTMS-2X & TTMS-MP sizes 2.4 10 12.7

2000P-RIBBON-4TT-NAR

TTMS, TTMS-2X & TTMS-MP sizes 19.0 and 25.4

2000P-RIBBON-4TT-MED

TTMS, TTMS-2X & TTMS-MP sizes 38.1 and above

TMS-RJS-RIBBCN-4RPSCE

TTMS, TTMS-2X & TTMS-MP sizes 2.4 10 12.7

2000P-RIBBON-4AG-NAR {Silver),

(Black) 2000P-RIBBON-WH-NAR (White)
TTMS, TTMS-2X & TTMS-MP sizes 19.0 and 25.4 | 2000P-RIBBON-4AG-MED (Silver),
(Black) 2000P-RIBBON-WH-MED (White)
TTMS, TTMS-2X & TTMS-MP sizes 38.1 and above | TMS-RJS-RIBBON-4AG (Silver),
(Black) T300-RIBBON-WH (White)
WM-SCE LBF-2000P-RIBBON-1966-MED

ZHD-CT sizes 38.1

1966-RIBBON

ZHD-CT sizes 25.4 and bellow

LBF-2000P-RIBBON-1966-MED
{For print width of 60mm or less)
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CLASS 1- Public

TE3112-Printer and TE3124-Printer (Thermal Transfer)

Labels
c
Decals (TTP) 1330-0607-10
Destructible Polyethylene (TN) 1330-0607-10
For labels with liner width of 60mm or smaller:
TTB-0605C/300
EET.PBA For labels with liner width of 76mm to 60mm:
EET...P-4 TTB-0765C/300
EET. V-9 For labels with liner width of 84mm to 76mm:
SET...PSL TTB-0845G/300
For labels with liner width of 110mm to 84mm:
TTB-1108C/300
IKT...PV-4
iKT...PY-9
IMT.. PV-4 For labels with liner widih of 80mm or
IMT...PY-9 smaller :
EET...G-4 TTB-060SC/450AQ529
EET...PY-0 For labels with liner width of 9@0mm to 60mm:
EET...V-8A TTB-0903C/360-AQ529
EET.. V-4-W For labels with liner width of 110mm to
FET-SL..V-4-W 20mm:
EET...K-8 TTB-114SC/360AQ529
PPT...DF-4, DF-8
KTT
HPK 1330-0607-10
HPR100-A/101-A/ 110 1966-RIBBON
RIB-1976-076360-0L.-9 (White) for labels
76mm or smalier
HPR105 RIB-1976-110300-0L-9 (White) for labels
110mm {o 76mm
Polyimide (T1K/T2K/TSK/T2Y) 1330-0619-10
KMT TTB-1108C/300WH
Nylon Cloth {(NC) 1330-0607-10
Paper (EP) 1330-0600-10
Polyesters (WP/MP/CP/HW/HM/MV/HMM) 1330-0607-10
Self Lams (SBP) TMS-RJS-RIBBON-4RPSGE
Self Lams (PVF) 1330-3300-10
Self Lams {SP) 1330-0607-10
SOLAR LABELS 1330-0607-10
TP Tape 1330-0607-10
1330-3300-10
Tedlar® polyvinyl fluoride (TTVF/PVF) T300-RIBBON-WH (White), see note 1
White Vinyl (WV) 1330-0607-10

Note 1, when printing Tedlar labels with the recommended ribbons, mark petmanence is
classified as class 3 in accordance with BMS-13-49 section 5.1.12
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