
​Gel drop splice enclosure

PROPERTY TEST METHOD TYPICAL PERFORMANCE

Cone Penetration ASTM D1824 121 mm

Surface Tack n/a 3.0 sec

Elongation n/a &gt; 1200%

Specific Gravity ASTM D70 0.98

Environmental

Heat Aging 60°C for 30 days n/a Passed

Long Term Life n/a Properties Retained for 20 yr

Hydrophobic Properties n/a HLB&lt;2

Electrical

Dielectric Constant ASTM D150 3.3 max. at 1 kHz 3.0 max. at 100 kHZ

Power Factor ASTM D150 0.03 max. at 1 kHz 0.03 max. at 100 kHz

​CGEL

  CONNECTION SYSTEMS shawcor.com  

Hilltop Products ltd - Web: www.hilltop-products.co.uk - Tel: 01942 723101 - Email: sales@hilltop-products.co.uk 



PROPERTY TEST METHOD TYPICAL PERFORMANCE

Closure Properties

Tensile Strength ASTM D638 3,900 psi (27 MPa)

Notched Izod Impact at 23°C ASTM D256A 2.0 ft-lb/in

Drop Weight Impact Strength at -29°C Montell 21 ft-lb

Specific Gravity ASTM D792 0.90

Installed Performance

Moisture Migration SCTE IPS-TP-013 No Moisture Migration

Impact Strength CANUSA-AH-01 5 ft-lb, -18°C, 38°C No Cracking or Opening of Closure
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