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SPECIAL EQUIPMENT 

Corner- and Rafter Cutter on 
the Hillcutter Pro 

Corner- and Rafter Cutter on 
the Hillcutter Premium 

The Corner- and Rafter Cutter can opti
onally be operated with a rechargeable 

battery 

The Foam Cutter can optionally be ope
rated with a rechargeable battery 

INTENDED USE 

The machine is intended for the cutting of non-plasticized foam (for example Polystyrene 
or Styrodur). The non-plasticized foam slabs must be free of adhesive, adhesive residues 

or any other kind of contamination. 

ASSEMBLY 

Before any work on the machine itself, pull the mains plug and read all the instructions. Non-obser
vance of the instructions below can cause electric shock, fire and or serious personal injuries. 

The following assembly instruction describes all models and all optional equipment 
available for your foamcutter. Please note that your foam cutter may not be equipped 
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with all of the described functions and accessories. A complete overview of acces

sories can be found in our accessory program. 

Assembly Instruction: Page 2-3 

STARTING OPERATION 

Before starting operation read all the instructions. Non-observance of the instructions below 

can cause electric shock, fire and or serious personal injuries. 

1. For start up it is only necessary to plug in the XLR-connector (2) of the transformer into

the corresponding socket on the bow and connect the power plug to the power socket.

1.1 The XLR-connector (3) is for the footswitch (optionally). 

2. Both hot wire foam cutters have two ways of how the hot wire can be activated.

2.2 On/Off switch, which should be switched off once the cuthas been made. 

2.3 Pushbutton, which is depressed to heat up the wire. After using either the On/Off 
switch or the Pushbutton, the hot wire is fully functional within seconds. 

3. Now pull the bow in the direction of the material - the hot wire will cut through
the material.

4. Fire risk! Release the On/Off switch after every cut has been made;
the hot wire cools down within a few seconds.

Hillcutter Pro Hillcutter Premium 

REPLACING THE HOT WIRE 

Before any work on the machine itself, pull the mains plug and read all the instructions. Non-obser

vance of the instructions below can cause electric shock, fire and or serious personal injuries. 

HILLCUTTER PRO 
1. Carefully remove anyremaining old hot wire.

2. Hook the new hot wire to one of the springs and then under tension to the opposite
spring. Be careful not to bend or damage the new hot wireduring installation. 21 



HILLCUTTER PREMIUM 

1. Carefully remove the remaining wire on the upper spring.

2. Loosen the black plastic spool screw and completely remove the wire.

3. Attach the new black plastic spool to the bow and carefully thread the wire through

the rubber part.

4. Thread the wire through the loop on the upper spring and twist the wire end sever

al times.

5. Now lay the wire over both pulleys (the spring tightens). Pay attention to the exact

positioning of the hot wire at the top and bottom.

6. Now turn the black plastic spool until the wire tensions and then tighten the over

lying screw. Be careful not to bend or damage the new hot wire during installation.
Occasionally check the tension and correct position of the hot wire.

Hillcutter Pro Hillcutter Premium 

Cutting wire: Contrary to new spare wires the wire installed in the foam cutter is not copper coloured 

anymore but dark. This does not constitute a defect but is a sign that the cutter was checked in hot 

condition for its proper functioning before leaving the plant. 

CUTTING VARIANTS 

STRAIGHT CUT 

Bow-Adjust angle right and left to O degree. Mark the required 
dimensions on the polystyrene sheet. Lift bow in order to draw 
the material to be cut underneath the cutting wire. Place the 
material on the placement angle and pull it forward up to the re
quired measure. Press pushbutton and keep it pressed (cutting 
wire heats up) Pull bow in direction of the material -material 
will be cut. Release pushbutton. 
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Disposal 

The machine, accessories and packaging should be sorted for environmental-friendly 

recycling. Do not dispose of power tools into household waste! Only for EC countries: 
According to the European Guideline 2002/96/EC for Waste Electrical and Electronic 
Equipment and its implementation into national right, power tools that are no longer 
usable must be collected separately and disposed of in an environmentally correct 
manner. 

Technical data Hillcutter Premium 

Cut length 

Cut depth 

Weight 

Transformer power 

with thermoprotection 

Hillcutter Pro 

1.350 mm 

320 mm or or 450 mm 

11 kg 

40 V / 200 Watt/ 230V -50/60Hz / IP 68 

Declaration of Conformity 

1.350 mm 

320 mm 

13 kg 

40 V / 200 Watt/ 230V -50/60Hz / IP 68 

We declare that the following product corresponds to the determinations of the directives 
identified below- including their changes applicable at the time of the declaration. Any 
conversion or change of the machine on the part of unauthorised third parties, which is 
not co-ordinated with us, means the immediate loss of the validity of this declaration. 
Product: Polystyrene cutter (Foamcutter) 
Relevant EU Directives 

98/37/EG 
73/23/EWG 
2004/108/EC 
2006/95/EC 
Applied standards 

EN 55014-1 (VOE 875 Teil 14-1): 2003-09; EN 55014-1:2000 + A1:2001 + A2:2002 
EN 55014-2 (VOE 875 Tei I 14-2): 2002-08; EN 55014-2:1997 + A 1 :2001 
EN 61000-3-2 (VOE 838 Teil 2): 2001-12; EN 61000-3-2:2000 
EN 61000-3-3 (VOE 838 Teil 3): 2002-05; EN 61000-3-3:1995 + Cor.:1997 + A1:2001 
EN 60335-1 (VOE 07000-1):2007-02; EN 60335-1:2002+A11+A1+A12+Corr.:+A2:2006 
EN 60335-2-45 (VOE 0700 Tei I 45): 2003-06; EN 60335-2-45:2002 
EN 50366 (VOE 0700-366):2006-11; EN 50366:2003+A 1 :2006 
Applied harmonized standards 

EN ISO 12100-1 
EN ISO 12100-2 
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